
Colliflower Tiger Oil MV 5W-20 (SAE 5W-20) is an advanced multi-viscosity hydraulic fluid that is specially formulated to 
provide high dielectric resistance for equipment operating around electrical power lines. It delivers excellent shear stability 
and thermal stability at both low and high operating temperatures, making it an excellent choice for hydraulic systems 
subjected to a wide range of climate, environment, and operating conditions.

Colliflower Tiger Oil MV 5W-20 starts with a clear, highly pure base oil that is combined with an advanced zinc based 
additive system which delivers outstanding oxidation stability and wear protection to extend component life. 

Terms such as “non-conductive”, “dielectric” and “insulating” all refer to a fluidʼs ability to resist conducting an electrical 
current. ASTM D877 is the industry standard for measuring an oilʼs ability to resist electrical conduction. The higher the 
number, the greater the charge (volts) the fluid is able to resist until an arch or circuit is created. The minimum 
requirement for a fluid to be considered dielectric is 25kv. Keeping fluids clean from dirt, free of water and fortified with 
polymers are all ways to improve an oilʼs dielectric strength.

Outstanding Dielectric Strength

✓ Colliflower Tiger Oil MV 5W-20 has a dielectric strength of 39kv.

✓ Ultra-Pure manufacturing and packaging practices contribute a high dielectric strength.

✓ Shear stable polymers used in the formulation contribute to a high dielectric strength. 

Outstanding Oxidation Stability

✓ Precisely selected, high performance base oils and anti-oxidants, provided an advanced level of performance to 
prevent the oil from thickening over extended periods of time.

✓ Helps reduce sludge and varnish deposits in high pressure, high output pumps to ensure smooth, reliable operations of 
hydraulic valves and actuators. 

✓ Extends drain intervals and component life. 

Wear Protection

✓ Advanced zinc-based anti-wear package protects critical valves, vanes and pistons.

✓ Exceeds pump manufacture wear requirements to extend drain intervals and component life.

✓ Shear stable viscosity index improves ensure greater film strength at high temperatures.

Applications

• Repair trucks operating with sticks or booms working around power lines. 

• Hydraulic elevators, hoists, presses and floor jacks. 

• Hydraulic systems on mobile construction equipment.
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Colliflower Tiger Oil MV 5W-20 is suitable for use where the following are specified:
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TEST METHOD UNIT SAE 5W-20

Viscosity, Kinematic 100˚C ASTM D445 mm²/s 9.3

Viscosity Kinematic 40˚C ASTM D445 mm²/s 53.7

Pour Point ASTM D97 ˚F -32

Flash Point ASTM D92 ˚F 491

Viscosity Index ASTM D2270 none 145

Copper Corrosion ASTM D130 none 1b

Steel Corrosion ASTM D 665 A,B none pass

Oxidation Stability ASTM D 943 hr 4500+

Demulsibility ASTM D 1401 min 40-40-0 (15)

Foam ASTM 892 20/0

Dielectric Strength¹ ASTM D877 kv 39

Tiger Oil MV 5W-20
Advanced Multi-Viscosity Hydraulic Fluid

• Denison HF-O, HF-1, HF-2
• GM 6H-04-1, 6H-06-1 and 6H-15-1
• Mannesman-Rexroth
• Eaton Vickers M-2950-S, M-1-286-S, 35VQ25 
• DIN 51524 Part 2

• MIL-H-24459
• Lee Norse 100-1
• Sauer-Sunstrand
• U.S. Steel 127, 136


